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Our cable protection range is manufactured in our Cableguard factory here in Scotland using open pour 
moulds with our proprietary UV stablished and halogen free, high grade, virgin polyurethane material.  
Using this material and manufacturing method gives the optimum results in strength, weight and size 
for a cable ramp.

Available in high visibility red (RAL 3020) and black combination. We offer cable protection systems 
from a low profile single channel to a modular system where you can have a limitless number of large 
channels.  With products to protect from pedestrian, light and high volume vehicular traffic Cableguards 
are ideal for almost any environment where cables, pipes or hoses need protection.

Our ranges include:

· Single Channel Cablecover for small cable diameters, suitable for internal or external use
· Black Line Low Profile 1, 2 and 3 Channel Cable ramps for pedestrian or low volume vehicular traffic.
· BlackLine 5 Channel Cable Ramps for pedestrian or low volume vehicular traffic.
· RedLine 3 and 5 Channel Cable Ramps for constant and high volume vehicular traffic.
· RedFloor 3 and 5 Channel Modular systems with standard and mobility access ramps

All Cableguards have a unique anti slip tread pattern. 

Custom branded lids can be made to order  and reflective inserts are available for increased visibility.  
We can make bespoke version for any specific applications on request. (See lid image below)

Introduction

GUARDCABLE GUARDCABLE
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Reflective inserts for improved visiblity 



CABLE GUARDLow profile Single Channel Cable cover for use with pedestrian 
traffic and low volume vehicular traffic.

• Ideal for internal and external applications 
• Manufactured from a proprietary UV stabilised and 
 halogen free durable polyurethane, non-conductive material. 
• Supplied as standard with either a highly visible red 
 (RAL 3020) or black colour.
• Unique tread pattern and rubber anti slip pads to 
 the underside to provide maximum grip. 
• Easily connected together to protect any length of cable. 
• Manufactured in the UK
• Operating temperature -40ºC to +49ºC

No. of Slots:  1
Slot size:  38mm x 12mm
Height:        22mm
Width:        133mm
Length:        765mm
Weight:        1.1Kg

T: +44(0) 1592 655725Ten + 47Ten + 47

Single Channel Cable Cover
CC1 - 12/38
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BL1-19      
BL2-19       
BL3-19      

1 65 x 19 35 305 910 5.4 
2 65 x 19 35 380 910 6.3
3 65 x 19 35 443 910 9.1 

 

.

      

Regular use, low profile lightweight with Dog Bone connector for use with pedestrian 
traffic and low volume vehicular traffic. Available in single, 2 and 3 channel designs.
 
Highly visible with black lids, red base and red side ramps.

4763KG MAX Load per axle @ 20ºC

Ten + 47Ten + 47

A

B

C

BL1-19
BL2-19
BL3-19
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Model No of
Channels

Channel Size
W x H (mm)

Width
(mm)

Length
(mm)

Weight
(kg)

Height
(mm)

Black Line 1,2,3 Channel

305

35 65

380

35 65

443

35 65

19

19

19

A

B

C

A C

B
C

GUARDCABLE GUARDCABLE
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 LARGE DOG-BONE 
      CONNECTOR
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T-BONE CONNECTOR 

5 Channel Regular use, lightweight with T connector for use with pedestrian traffic and 
low volume vehicular traffic.

Highly visible with black lids, red base and red side ramps.

4763KG MAX Load per axle @ 20ºC

       
BL5-32
BL5-32-EP 
(end piece pair) 

 34 x 32    

BL5-32-LT 
(left turn) 

 34 x 32     

BL5-32-RT 
(right turn) 

 34 x 32     

BL5/RF5-TP
(Transition piece)* 

34 x 32     

RF5/BL5-TP
(Transition piece)*

 34 x 32     

5 34 x 32 50 445 910 10.0
5 50 445 120 2.3 

5 50 483 640 6.8

5 50 483 640 6.8

5 50 450 7.2

5 50 450 510

510

7.2

* - Transition piece to connect Red Floor 5 Channel Wheelchair access  
     section (see page 8) to Black Line 5 Channel BL5-32

A

B

C

D

E

F

BL5-32

BL5-32-EP
(end piece pair)

BL5-32-LT
(left turn)

BL5-32-RT
(right turn)

BL5/RF5-TP
(Transistion piece)

RF5/BL5-TP
(Transition piece)

E

F
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 Model No of
Channels

Channel Size
W x H (mm)

Width
(mm)

Length
(mm)

Weight
(kg)

Height
(mm)

Black Line 5 Channel

445

3450 32

A

A B

D

 

C
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      CONNECTOR
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Red Line 3 and 5 Channel
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RL5-31-LW
(Lightweight) 

RL3-55  

RL5-31

3 55 x 55 78 470 910 16.6

5 46 502 910 13.4

5 46 502 910 11.4

  RL3-55-LW  3 55 x 55 78 470 910 14.5

Model No of
Channels

Channel Size
W x H (mm)

Width
(mm)

Length
(mm)

Weight
(kg)

Height
(mm)

(4x) 32 x 31
(1x) 39 x 31
(4x) 32 x 31
(1x) 39 x 31

A

443

35 6519

B *light weight 
 base 

D *light weight 
 base 

508

3457 34 343434

A

CC

- 7 -

Heavy duty 3 and 5 channel with Dog-bone connectors for use with high volume 
vehicular traffic. Highly visible with red extra thick lids, black base and low angle (20°) 
black side ramps. 

Available with a standard and lightweight base. 

9140KG MAX load per axle @ 20ºC

Notes: RED LINE 3 Channel (RL3-55) also connects directly 
to a Red Floor 3 Channel

A

B

RL3-55

RL3-55-LW RL5-31-LW

C RL5-31

D

Red Line 3

Red Line 5

(Lightweight) 
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RL3-55-RT
(right turn 45°) 

RL3-55-LT
(left turn 45°) 

3 55 x 55 78 470 540 8.35

3 55 x 55 78 470 540 8.35

3 55 x 55 78 550 540 11RL3-55-T
(T piece) 

3 55 x 55 78 470 540 11.1RL3-55-LTS
(left turn 22.5°) 

RL3-55-RTS
(right turn 22.5°) 3 55 x 55 78 470 540 11.1

3 55 x 55 78 470 540 11.1

  

Model No of
Channels

Channels Size
W x H (mm)

Width
(mm)

Length
(mm)

Weight
(kg)

Height
(mm)

RL3-55-EP
(End Pieces) 

Ten + 47Ten + 47 GUARDCABLE GUARDCABLE

.

 LARGE DOG-BONE 
      CONNECTOR

Accessories include left and right turns, transition pieces to our Red 
Floor modular ramps and end boots. 

Red Line 3 and 5 Accessories

  

RL5-31-RT
(right turn 45°) 

RL5-31-LT
(left turn 45°) 

5 46 502 640 6.4

5 46 502 640 6.7

5 33 x 31 48 572 500 7.7RL5/RF5-TP
(Transition piece) 

5 33 x 31 48 572 500 6.7RF5/RL5-TP
(Transition piece) 

RL5-31-EP
(end piece pair) 5 46 502 150 3.3

  
(4x) 32 x 31
(1x) 39 x 31
(4x) 32 x 31
(1x) 39 x 31

(4x) 32 x 31
(1x) 39 x 31

B D F

A

B

RL3-55-LT / 55-RT

RL3-55-T RL5-31-LT / 31-RT

C RL3-55-EP

D RF5/RL5-TP

E RL5/RF5-TP

F

G RL5-31-EP

A E G

Red Line 5

Red Line 3

C



 

.

LARGE T-BONE 
  CONNECTOR

Ten + 47Ten + 47
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  RL5-34-T  5 34 x 34 57 508 910 12.9

Red Line 5 channel RL5-34-T with large T-Bone Connector

Model No of
Channels

Channels Size
W x H (mm)

Width
(mm)

Length
(mm)

Weight
(kg)

Height
(mm)

508

3457 34 343434

Red Line (XL) 5 Channel

GUARDCABLE GUARDCABLE

Heavy duty 5 channel with large T connectors for use with high volume 
vehicular traffic.

Highly visible with red extra thick lids, black base and black side ramps.

9140KG MAX load per axle @ 20ºC



.
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RF3-55-MR
(standard male ramp) 

RF3-55 

RF3-55-C
(centre section only) 

3 55 x 55 77 470 910 17.8

3 77 230 910 9.3

NA 77 120 910 4.2

RL5-55-FR
(standard female ramp) 77 120 910 4.3

55 x 55

NA

NA NA

B D

A

A

Model
3 Channel

No of
Channels

Channel Size
W x H (mm)

Width
(mm)

Length
(mm)

Weight
(kg)

Height
(mm)

470

77 5555

A
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Red Floor 3 Channel
Heavy duty modular protection cable system with mobility access ramps and large 
Dog-bone connectors for use with high volume vehicular and all pedestrian traffic.

Highly visible with red extra thick lids and black base. Available with low angle (20°) 
black side ramps or red wheelchair access ramps.

9140 KG MAX load per axle @ 20ºC
Connect the 3 channel centre pieces together provide a flat floor surface protecting as 
many cables as required.

NOTE: Red Line 3 Channel (RL3-55) also connects directly to a Red Floor 3 Channel 
(RF3-55) with side ramps

A

B D

RF3-55
(centre section, male & 
female ramps assembled)  

RF3-55-C
(centre section only)

RF3-55-MR
(standard male ramp)

RF3-55-FR
(standard female ramp)

GUARDCABLE GUARDCABLE

C

C

(centre section, male 
and female ramps assembled)  
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Wheelchair access ramps and corner pieces can be supplied individually or as 
part of the MAK 3 (3 channel Mobility Access Kit) 

Ten + 47Ten + 47

   

  

RF3-WMRI
(wheelchair intermediate
male ramp) 

RF3/5-WMR 
(wheelchair ramp)  

RF3/5-WFR
(wheelchair female ramp) 

48 520 910 12.3

48 510 910 12.6

NA

77 340 910 11.7

RF3-WFRI
(wheelchair intermediate
female ramp) 

77 380 910 15.2

RF3-CP-M
(set of 2 ramps with male 
connectors in corner pieces) 
RF3-CP-F
(set of 2 ramps with female 
connectors in corner pieces) 

77 910 450 16.2

77 910 450 16.2

NA

NA NA

NA NA

NA NA

NA NA

NA NA

E

F

G

H

RF3/5-WMR
(wheelchair male ramp)

RF3/5-WFR
(wheelchair female ramp)

RF3-WMRI
(wheelchair intermediate
male ramp)
RF3-WFRI
(wheelchair intermediate 
female ramp)

I

J

RF3-CP-F
(set of 2 ramps with female 
connectors in corner pieces)
RF3-CP-M
(set of 2 ramps with male 
connectors in corner pieces)
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E

F

E

F

G

H

I

J B

Red Floor 3 Channel Mobility 
Access Kit - MAK3
kit includes

2 x RF3-55-C
1 x RF3/5-WFR
1 x RF3/5-WMR
1 x RF3-WFRI
1 x RF3-WMRI

Model
3 Channel

No of
Channels

Channel Size
W x H (mm)

Width
(mm)

Length
(mm)

Weight
(kg)

Height
(mm)

Red Floor 3 Channel Acessories

G

H

I

J

GUARDCABLE GUARDCABLE
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 HOURGLASS
 CONNECTOR
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A

B

C

D

RF5-31 (centre 
section, male & female 
ramps assembled)   

RF5-31-C
(centre section only)

RF5-31-MR
(standard male ramp)

RF5-31-FR
(standard female ramp)

C

D

A

 

  

RF5-31-MR
(standard male ramp) 

RF5-31 

RF5-31-C
(centre section only) 

5 33 x 31 48 572 910 12.7

5 48 305 910 7.3

NA 48 142 910 2.4

RF5-31-FR
(standard female ramp) 48 124 910 3.2

33 x 31

NA

NA NA

A

B
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Model
5 Channel

No of
Channels

Channel Size
W x H (mm)

Width
(mm)

Length
(mm)

Weight
(kg)

Height
(mm)

Red Floor 5 Channel

GUARDCABLE GUARDCABLE

Heavy duty modular protection cable system with mobility access ramps and hourglass 
connectors for use with high volume vehicular and all pedestrian traffic.

Highly visible with red extra thick lids, black base. Available with low angle (20°) black 
side ramps or red wheelchair access ramps.

9140 KG MAX load per axle @ 20ºC

Connect the 5 channel centre pieces together provide a flat floor surface protecting as 
many cables as required.

(centre section, male & 
female ramps assembled)  



- - 

..
 HOURGLASS
 CONNECTOR
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E

F

G

H

RF3/5-WMR 
(wheelchair male ramp)   

RF3/5-WFR
(wheelchair female ramp)

RF5-CP-F
(set of 2 ramps with female 
connector in corner pieces)

RF5-CP-M
(set of 2 ramps with male 
connector in corner pieces)
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Wheelchair access ramps and corner pieces can be supplied individually or as 
part of the MAK 5 (5 channel Mobility Access Kits). Transition pieces to allow 
connection to the Black Line and Red Line 5 channel ramps are also available. 

J

   
   

   

  

RF5-CP-M
(set of 2 ramps with male 
connector in corner pieces) 

RF3/5-WMR 
(wheelchair male ramp)  

RF3/5-WFR
(wheelchair female ramp) 

48 520 910 12.3

48 510 910 12.6

NA

48 910 450 8

RF5-CP-F
(set of 2 ramps with female 
connector in corner pieces) 

48 910 450 8

RF5/RL5-TP
(connect Red Floor 5 to Red 
Line 5 slot) 
RL5/RF5-TP
(connect Red Line 5 to Red 
Floor 5 slot) 

48 572 500 7.7

48 572 500 6.7

NA

NA NA

NA NA

NA NA

5 33 x 31

5 33 x 31

RF5/BL5-TP
(connect Red Floor 5 to 
Black Line 5 slot) 
BL5/RF5-TP
(connect Black Line 5 to Red 
Floor 5 slot) 

50 450 510 7.2

50 450 510 7.2

5 33 x 31

5 33 x 31

I

J

RF5/RL5-TP
(connect Red Floor 5 
to red line 5 slot)

RL5/RF5-TP
(connect Red Line 5 to 
Red Floor 5 slot)

K

L

RF5/BL5-TP
(connect Red Floor 5 to 
Black Line 5 slot)

BL5/RF5-TP
(connect Black Line 5 to 
Red Floor 5 slot)
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G

H

E

F

I K

L

Model
5 Channels

No of
Channel

Channel Size
W x H (mm)

Width
(mm)

Length
(mm)

Weight
(kg)

Height
(mm)

Red Floor 5 Channel Accessories

GUARDCABLE GUARDCABLE




